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0026 61 H4651

1. CAS D'USAGE

Salles de réunion / plateaux de bureaux

2. DESCRIPTIF

Commande ON/OFF des luminaires par une commande KNX 4 voies.

B\ \\'\ui.u.:... WG

Fonctionnement en marche/arrét des sorties 1 et 2 de I'actionneur (bouton 1 et 2 de la commande en mode interrupteur).
Fonctionnement en marche/arrét de la sortie 3 de I'actionneur (bouton 3 de la commande en mode Toggle).
Fonctionnement en marche/arrét de la sortie 4 de I'actionneur (bouton 4 de la commande en mode Toggle).

Bouton poussoir 1

Bouton poussoir 2

Bouton poussoir 3

Bouton poussoir 4
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3. SYNOPTIQUE DE CABLAGE
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4. SYNOPTIQUE KNX

Switching Status Switchin ] Switching Status
gCh 12 Commande ch 1_2 Switch Ch A »| controleur |cha 9
manuelle I »
H4651 L > 002661
Channel 1 &2 Switch Ch B Ch A&B
Switching Status Commande Switching Switching Status
Ch3 ‘manuelle Ch3 Switch Ch C _ Controleur |ChC
H4651 > 002661
Channel 3 ChC
Switching Status Commande Switching Switching Status
Ch4 manuelle Ch4 Switch Ch D _ | Contrdleur |ChD
> 002661

H4651
chD

Channel 4

€

5. PROJET KNX
Ce projet UC012_Switching ON/OFF.proj est disponible sur www.legrandoc.com pour importation dans ETS.

I
Note d'application : S000095976FR-1-ON/OFF Mise a jour le : Créée le: 27/01/20017 |.',| Iegrand

SOMMAIRE 2/4


http://www.legrandoc.com

Commande 4 Voies / Actionneur 4 Sorties.

Fonctionnement ON/OFF et Status de la commande.

Référence(s) : H4651

002661

6. PARAMETRES BP H4651 - ADR: 1.1.1

H 6.1 Configuration des LEDs

Participant: 1.1.1 H4651
General
Channel 1-2
Channel 3-4
Led 1 configuration
Led 2 configuration
Led 3 configuration
Led 4 configuration

Participant: 111 H4651
General
Channel 1-2
Channel 3-4
Led 1 configuration
Led 2 configuration
Led 3 configuration
Led 4 configuration

Leds configuration

Normal intensity

Use additional Eco intensity

Useled 1

----- Mode 1 -~

-~ ON status --
Led color
Led behaviour
-- OFF status -
Led color

Led behaviour

7.PARAMETRES ACTIONNEUR 002661 - ADR: 1.1.2

B 7.1 Parameétres généraux

Participant: 1.1.2 002661

{Cmmg independently

Channels A-D

H 6.2 Configuration des boutons poussoirs

Participant: 111 H4651

General
Channel 1-2

Channel 3-4

Led 1 configuration
Led 2 configuration
Led 3 configuration
Led 4 configuration

Usage type

----- Channel 3 -----

Channel 3 function
SubFunction

Short push reaction
Long push reaction
----- Channel 4 -----
Channel 4 function
SubFunction

Shert push reaction

Long push reaction

Usage type

Channel 1-2 function

Channel 1 - Short push reaction

Channel 2 - Short push reaction

[ use separatly

Switching

Short / Leng

[
l
lToggIe
[ No reaction

[Smtching

[Shod {/ Long

ITcggle

[No reaction

[70% -
B H
Yes -
[Green -
& ]
Participant: 112 002661
: Functions, Objects
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‘ . Functions, Objects

- General ——
Configuration

ON time during direct mode
8-bit scene contral

~—— For each channel ——

Night mode
Status objects switch

Transmission of status objects

W 7.2 Paramétres des sorties

Operating mode
Logic operation
ON delay
OFF delay

Output state at mains voltage recovery

[identical for all channels

[15 minutes

[no

[No

[ves

[on change in status

[Normal mede

[no logic operation

[disabled

|disabled

|25 before voltage failure
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8. LIENS KNX
T Obijet « | Participant  |E.. |ACK(P.. |Types. |.. [R |w [T |u
O e » "
Répertaires cimamiqués ~ 0/0/2 BUREAU 1/ CMD 1.1.1/ BP3
4 BR0UGHTING : -
E.:I 11: Switch, Channel C - On / Off 11.2 002661 S Non C R W T -
el 040 ONJOFF
/071 BUREAU 1/ CMD 1.1.1/ BPL & BP2 5| 16: Channel 3 - Switching 111 H4651 S Non switch B - Mg
g 0/0/2 BUREAU 1/ CMD 1.1.1/ BP3 A 0/0/3 BUREAU 1/ CMD 1.1.1/ BP4
/0/3 BUREAU 1/ CMD 1.L.1/ BP4 52| 15: Switch, Channel D - On / OFf 112 002661 S Non e R WO 2
0/1 DIMMING 2 s 3
= e;:| 23: Channel 4 - Switching 111 H4651 S Mon switch ke = W T =
0/2 VALUE
4 [80/3 STATUS SWICHING ~ 1 0/3/2 BUREAU 1/ NRC 1.1.2/ Ch3
5 0/3/0 BUREAU 1/ NRC 1.1.2/ Chl E:I 13: Status switch, Channel C - On / Off 11.2 D02661 S Non c: R - T =
1 i - n 4 i X
V3/1BUREALLENRC 112/ Cha E:I 17: Channel 3 - Switching Status 111 H4651 5 Non switch (g5 w - x
/3/2 BUREAU 1/ NRC 1.1.2/ Ch3
-~
0/3/3 BUREAU 1/ NRC 1.1.2/ Ch4 0/3/3 BUREAU 1/ NRC 1.1.2/ Ch4
B8 044 STATUS VALUE &:I 17: Status switch, Channel D - On / Off 1.1.2 002661 5 Non iC R = T -
[ 1 SHUTTER E:I 24: Channel 4 - Switching Status 111 H4651 S Mon switch = W = =
2 HEATING/ COOLING
~ ) 0/0/1 BUREAU 1/ CMD 1.1.1/ BP1 & BP2
B3 3 AUTOMATION —— “' ) ) .
RS 4 SCENE E:I 2: Channel 1-2 - Switching 111 H4651 5 Non switch e w T -
P 5 SUBERVISION E;:I 31 Switch, Channel A - On / Off 1.1.2 002661 S MNon i W T =
4 B 5/0 COMPUTEUR SWITCHING EZl 7: Switch, Channel B - On / Off 11.2 DO2661 S Non c w T -
B 5/0/0 BUREAU 1/ NRC 1.1.2f Chl
~ ) 0/3/0 BUREAU 1/ NRC 1.1.2/ Chl
a 5/0/1 BUREAU 1/ NRC 1.1.2/ Ch2
3 5 o = - 3 449 1 I T a . - -
/0/2 BUREAU 1/ NRC 112/ Ch3 i:l 3: Channel 1-2 - Switching Status 111 H4651 5 Mon switch C W
/0/3 BUREAU 1/ NRC 1.1.2/ Chd E:I 5: Status switch, Channel A - On / Off 112 002661 5 Mon cC R - 15 -
5/1 COMPUTEUR DIMMING
5/2 COMPUTEUR VALUE
5¢/3 COMPUTEUR SCENE
9. MONITORING
z | Heure | Service | Indicateurs | Prio | Source.adr | Source ‘ Destadr | Dest | Rout |Type | DPT | Info
Filtre re BUREAU * (3 Filtre Fittre
1 2016-12-20 14:30:33.988 du bus Low 111 111 H4651 0/0/1 BUREAU 1/ CMD 111/ BP1 & BP2 5 Ecrire  1.001 switch $01 | Marche
2 2016-12-20 14:30:34.038 du bus Low 112 112 002661 0/3/0 BUREAU 1/ NRC 112/ Chl ] Ecrie  1.001 switch $01 | Marche
4 2016-12-20 14:30:40.910 du bus Low 111 111 H4651 0/0/1 BUREAU 1/ CMD 11.1/ BP1 & BP2 5 Ecrie  1.001 switch 400 | Arrét
5 2016-12-20 14:30:40.962 du bus Low 112 11.2 002661 0/3/0 BUREAU 1/ NRC 112/ Chl 6 Ecrite  1.001 switch 300 | Arrét
] 2016-12-20 14:30:44.880 du bus Low 111 111 H4651 0/0/2 BUREAU 1/ CMD 111/ BPF3 5 Ecrire  1.001 switch 301 | Marche
7 2016-12-20 14:30:44.932 du bus Low 112 1.1.2 002661 0/3/2 BUREAU 1/ NRC 1.1.2/ Ch3 6 Ecrie  1.001 switch 301 | Marche
8 2016-12-20 14:30:47.074 du bus Low 111 111 H4651 0/0/2 BUREAU 1/ CMD 11.1/ BP3 5 Ecrie  1.001 switch $00 | Arrét
9 2016-12-20 14:30:47.125 du bus low 112 1.1.2 002661 0/3/2 BUREAU 1/ NRC 1.1.2/ Ch3 6 Ecrie  1.001 switch $00 | Arrét
10 2016-12-20 14:30:49.266 du bus Low 111 111 H4651 0/0/3 BUREAU 1/ CMD 111/ BP4 5 Ecrie  1.001 switch 301 | Marche
11 2016-12-20 14:30:49.318 du bus low 112 1.1.2 002661 0/3/3 BUREAU 1/ NRC 1.1.2/ Ch4 6 Ecrire 1,001 switch $01 | Marche
12 2016-12-20 14:30:51.485 du bus Low 111 111 H4651 0/0/3 BUREAU 1/ CMD 111/ BP4 5 Ecrie  1.001 switch $00 | Arrét
13 2016-12-20 14:30:51.538 du bus Low 112 1.1.2 002661 0/3/3 BUREAU 1/ NRC 11.2/ Ch4 6 Ecrire 1001 switch 00 | Arrét
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