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DCX-M changeover switches
from 400 A to 1600 A, auxiliaries and accessories

Pack Cat.Nos Extended shafts

Replace the standard rods supplied with the external 
handles, when required by the door distance

10 4 311 51 For DCX-M 400 A
10 6 051 29 For DCX-M 630 A and 800 A
10 6 051 30 For DCX-M 1000 A and 1250 A

Safety key lock devices

Simple lock devices
2 4 311 71 For DCX-M 400 A
2 4 311 72 For DCX-M 630 A and 800 A
2 4 311 73 For DCX-M 1000 A and 1250 A
2 4 311 74 For DCX-M 1600 A

Double lock devices
2 4 311 76 For DCX-M 400 A
2 4 311 77 For DCX-M 630 A and 800 A
2 4 311 78 For DCX-M 1000 A and 1250 A
2 4 311 79 For DCX-M 1600 A

Auxiliary contacts

For DCX-M between 40 and 1250 A
10 4 311 55 1 NO + 1 NC
10 4 311 56 2 NO + 2 NC

For DCX-M 1600 A
10 4 311 57 1 NO + 1 NC
10 4 311 58 2 NO + 2 NC

Bridging links

3 4 311 62 For DCX-M 1600 A

Rear protective plates

5 4 311 65 For DCX-M 400 A
5 4 311 66 For DCX-M 630 A and 800 A
5 4 311 67 For DCX-M 1000 A and 1250 A

Mounting kits for DCX-M

For vertical mounting in XL3 4000 enclosures
1 0 211 23 For DCX-M 630 A and 800 A
1 0 211 24 For DCX-M 1000 A and 1250 A
1 0 211 25 For DCX-M 1600 A

For horizontal mounting in XL3 4000 enclosures
1 0 211 29 For DCX-M 630 A and 800 A

Conform to IEC EN 60947-3 
Moulded case design with frame parts of non - flammable glass fibre reinforced polyester with high mechanical and electrical track resistance and 
with low water absorption 
Knife - type contacts with self - wiping action on the contact surfaces, providing: 
- under heavy starting currents or with short - circuit conditions, the contact pressure is increased 
- shock and vibration proof contacts 
Four breaking points per pole with two double - break contacts

Pack Cat.Nos Changeover switches

Size 3
Connection with lugs

Intensity
Handle
position Connection3P 3P+N

1 4 311 08 4 311 28 400 A I - O - II OUT

Size 4
Connection with lugs

1 4 311 09 4 311 29 630 A I - O - II OUT

1 4 311 10 4 311 30 800 A I - O - II

Size 5
Connection with lugs

1 4 311 11 4 311 31 1000 A I - O - II OUT

1 4 311 12 4 311 32 1250 A I - O - II

Size 6
Connection with lugs

1 4 311 13 4 311 33 1600 A I - O - II

Direct handles

Black rotary handles
20 4 311 46 For DCX-M 400 A
1 4 311 47 For DCX-M 630 A and 800 A
5 4 311 48 For DCX-M 1000 A and 1250 A
2 4 311 49 For DCX-M 1600 A

External handles

Black rotary handles 
Supplied with standard rod

1 4 311 41 For DCX-M 400 A
10 4 311 42 For DCX-M 630 A and 800 A
5 4 311 43 For DCX-M 1000 A and 1250 A
2 4 311 44 For DCX-M 1600 A
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SPX3-V vertical fuse carriers
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4 311 424 311 29 4 311 33 4 311 65




