Audio/video system
USB Data and SUB D data sockets
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pack  [INCEINGSIN Female USB Data sockets

For connecting USB devices (printer,
scanner, external hard drive, interactive
panel)

1 module

Preterminated - USB 2.0

Max. cable length: 5 m

Recommended cable: USB A
Equipped with cable length 15 cm

O White

1

1 . 'i'! ® Magnesium
1 Champagne
1 Soft Alu

Screw-type - USB 2.0

Max. cable length: 5 m

Recommended cable: USB A

Connection using screw terminal blocks

with 1 mm? cross-section

<= O White

l ® Magnesium
Champagne
Soft Alu

Female USB Data Type-A extender -
for data transfer

O White

For connecting a
USB peripheral
(keyboard, mouse,
digital control panel,
etc.) to a source
(computer) located
more than 5 m away (up to 30 m)

The kit contains a transmitter (1 module)
and a receiver (1 module)

The transmitter and receiver are linked by
an RJ 45/RJ 45 cable (not supplied)

SUB D socket

£ O White
rﬁ‘ 2 modules

9 contacts with screw-type
connector for RS 232 serial link
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LCS® ENCLOSURES

Astuteness and
efficiency ensured!

Discover the LCS?® enclosures,
carefully thought out for a reliable
and efficient design!

Solutions covering all needs

A technical room must accommodate IT infrastructure

in the most efficient way possible. Infrastructure needs
the space to grow and evolve with new circumstances,
technology, and user requirements.

Therefore, modifications and innovations are also
necessary to help ensure improved uptime, efficiency,
security, and sustainability. The LCS? enclosures offer you
the space to accommodate whatever comes next!

A comprehensive range

« 19" server cabinets, 19" cabling cabinets and accessories
(airflow management, cable management, mechanical
accessories...)

« Flatpack server cabinets with side panels

» Wall-mounting cabinets and accessories (thermostat,
cable rings, profiles, glass doors)

«» Cabling openrack and accessories (cable management,
cable tray, panels...)
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