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3-module floor boxes and floor cable 
grommets - technical characteristics

3-module floor boxes and floor cable 
grommets

0 896 44

0 893 07

0 896 49

■ 3-module floor boxes

Dimensions
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Cat.No 0 896 44

A (mm) B (mm) C (mm) D (mm) E (mm)

65 85 5,5 110 18

Cat.No 0 896 49
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A (mm) B (mm) C (mm) D (mm) E (mm)

76 51 94 22,5 136

Cut-out for installation in raised floor

Cat.Nos A (mm)

0 896 44 90

0 896 49 95

Pack Cat.Nos 3-module floor boxes

For integration in raised floors or concrete floors 
(minimum height required 80 mm)

1 0 896 44 3-module floor box
To be fitted with 1 Mosaic 2-module 2P+E socket 
and 1 Mosaic 1-module RJ 45 socket
Colour RAL 7031 grey
Conform to standard NF EN 60670-23

1 0 896 49 Concrete flush-mounting box for box Cat.No 0 896 44

Floor cable grommet

1 0 893 07 Used to run cables from the raised floor to the 
offices (25 to 55 mm)
IP 20 - IK 08
Body made of 2 aluminium and polyester sections 
with seal
3 outputs Ø20 mm
Cut-out dimensions: Ø127 mm
Surround dimensions: Ø144 mm
Flush-mounting depth: 60 mm
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