
plain and perforated plates
for Atlantic, Atlantic stainless steel and Marina enclosures

0360 180360 58 0360 31 Lina 12.5 plate  
Cat. No. 0360 22 vertical  
mounting inside Atlantic  
enclosure Cat. No. 0369 26

Lina 12.5 plate Cat. No. 0360 22  
horizontal mounting inside Atlantic 
enclosure Cat. No. 0369 77

Pack Cat. Nos. Plain plates

Galvanised steel

Vertical mounting 
for enclosures

Weight (kg)

Horizontal mounting 
for enclosures 

Height (mm) Width (mm) Height (mm) Width (mm)

1 0360 491 300 220 0.9 - -
1 0360 50 300 200 0.6 - -
1 0360 69 300 300 1 - -
1 0360 52 400 300 1.3 300 400
1 0360 70 400 400 1.7 - -
1 0360 55 500 400 2.7 - -
1 0360 71 500 500 3.5 - -
1 0360 56 600 400 3.3 400 600
1 0360 84 600 500 4.9 - -
1 0360 57 600 600 6.2 - -
1 0360 54 600 1000 10.6 1000 600
1 0360 58 700 500 6 - -
1 0360 59 800 600 8.4 600 800
1 0360 60 800 800 11.4 - -
1 0360 61 800 1000 14.4 1000 800
1 0360 85 1200 600 12.1 - -
1 0360 64 1200 800 18.5 - -
1 0360 65 1200 1000 23 1000 1200
1 0360 67 1400 800 26.4 - -

Lina 12.5 perforated plates

Galvanised steel  
With drilling for fixing equipment without marking 
Automatic bracket:  
- Ø6.5 mm for plastic rivet Cat. No. 0366 44 (trunking) 
- Ø3.3 mm for equipment with screw Cat. No. 0347 45

Vertical mounting 
for enclosures 

Horizontal mounting 
for enclosures 

Weight (kg)Height (mm) Width (mm) Height (mm) Width (mm)

1 0360 00 300 200 0.4 - -
1 0360 011 300 220 0.47 - -
1 0360 02 300 300 0.6 - -
1 0360 04 400 300 0.8 300 400
1 0360 05 400 400 1.1 - -
1 0360 09 500 400 1.5 - -
1 0360 14 500 500 1.85 - -
1 0360 22 600 400 2.2 400 600
1 0360 24 600 600 3.7 - -
1 0360 40 600 1000 6.8 1000 600
1 0360 31 700 500 3.7 - -
1 0360 33 800 600 5.2 600 800
1 0360 34 800 800 7 - -
1 0360 42 1000 800 9.2 800 1000
1 0360 46 1200 800 11.1 - -
1 0360 47 1200 1000 13.9 1000 1200
1 0360 75 1400 800 13 - -

   1 : For Marina enclosure only

Pack Cat. Nos. Lina 25 perforated plates 

Galvanised steel

Common for all types of enclosures

For enclosures 
Height x Width (mm)

Weight
(kg)

1 0360 07 300 x 200 0.4
1 0360 991 300 x 220 0.5
1 0360 91 300 x 300 0.5
1 0360 11 300 x 400 0.6
1 0360 12 400 x 300 0.6
1 0360 92 400 x 400 0.8
1 0360 13 400 x 600 1.1
1 0360 15 500 x 400 0.9
1 0360 93 500 x 500 1.1
1 0360 16 600 x 400 1.3
1 0360 17 600 x 600 2.1
1 0360 06 600 x 800 3.1
1 0360 08 600 x 1000 3.7
1 0360 18 700 x 500 2
1 0360 19 800 x 600 3.1
1 0360 20 800 x 800 4
1 0360 94 800 x 1000 5
1 0360 23 1000 x 600 3.7
1 0360 21 1000 x 800 4.9
1 0360 10 1000 x 1200 8.5
1 0360 87 1200 x 800 7.1
1 0360 90 1400 x 800 7.8
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